
 

 

 
Declaration of Performance (DoP)
Product : CM 900 
DoP No: EN1015 

 

 
Unique identification code of the producttype:    90005 

Intended use:    Cementitious screed material for use internally in 
buildings 

Manufacturer:    Combimix AB 
Verkstadsvägen 6, 746 40 Bålsta 
info@combimix.se 
 

System/s of AVCP:    System 3 (Reaction to Fire) 

Harmonised standard:    EN 13813:2002 

Notified body:    0402  SP Technical Research Institute of 
Sweden 

Declared performance:     

 
Essential Characteristics  Performance  Harmonised Technical Specification 

Reaction to fire, class  A1fl  EN 13813  

Release of corrosive substances  CT  EN 13813 

Water permeability  NPD  EN 13813 

Water vapour permeability  NPD  EN 13813 

Compressive strength  C25  EN 13813 

Flexural strength  F5  EN 13813 

Abrasion resistance  NPD  EN 13813 

Sound insulation  NPD  EN 13813 

Sound absorption  NPD  EN 13813 

Thermal resistance  NPD  EN 13813 

Chemical resistance  NPD  EN 13813 

 
The performance of the product identified above is in conformity with the set of declared performance/s. This 
declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole 
responsibility of the manufacturer identified above. 
 
Signed for and on behalf of the manufacturer by  

 
 
Bålsta 20141117 

 
Oscar Jäderlund, Technical Manager 

 

Place and date of issue  Name, Position  Signature 

 

 

Combimix AB 
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